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CONFILEMTRL

RE3S2-

ERG H9-
Chief, Telecommuntcations, Treiniag &
Techuiques Staff, 0C
Chiel, Engineering Staff, OC

Crystals for the One-watt, Transistorized FSK Transmitter

1. TFlease furnish the RAD Laberatory CR-18 crystals in
staadard wrmodified 1C/6U holders for the fregquenciss 1isted bs-
low. The crystal correlation capacity for these crymtals is 32
smfd. The crystals will be used in sa VX spplication with the
frequency diffarence betwean pairs of crystals set at 1 kc + 100
cps. All crystels will be used on the fundemental only. Oune
crystal for each fregquancy listed is required.

{a) 4000 ke
4001 ke + 109 cpe

(b) 8000 ke
8001 ke + 100 cps

(C) 15,0“ ke
16,001 ke % 100 cps

(2 19,000 ke
19,001 ke + 100 cps -

2. It is requested that ths crystals be fexrwerded te the
RaD Laborstery by 1 Decamber 1959 {f resscasbly possible. ﬁ

arise concerning the cry lense contact
at the RAD Laboratory, sxtension

R&D/Lab/RCP/rkb (12 November 1959)

. DCCUMENT NO.
DPistribution: 1 - Addrassee NO CHANGE I\ C:.As&.;(
Original and 1 - O DEGLASSIFTZD
1 - Lab Subj. CLASS. CHANGED 7. TS § C
1 - OC-E Chrono NEXTREVEWDATZ: a2 O10
1 - R&D Chrono AUTH: HR 70-2
1 -~ Dev/s DATE:_B_?:Eng_REVIE\VER:Qé_‘f_j:Y_O

1 - Lab Pending .—
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